Double crimp insulated female connectors NI type

FEATURES & BENEFITS

RKIKIRE

LOGISTIC DATA
Available packages 100

MECHANICAL DATA

Insulated polyamide 6.6 C .
Material brass - m
Surface tin-plated

Working temperature [°C] -30 + +95

NOTE!

Connectors with insulation PC available on order.

Cross section Insulation
Type Index Ergom [mm?] color L, L,
18,5 6,3 0.07

NI 2,8-1/0,5 (100 SZT./PCS) E10KN-03010100101 2,8x0,5

NI 2,8-1/0,8 (100 SZT./PCS) E10KN-03010100201 0,5+1,5 red 2,8x0,8 1,8 ' '

NI 4,8-1/0,5 (100 SZT./PCS) E10KN-03010100501 6,3x0,8 19,5 6,6 0.1

NI 4,8-1/0,8 (100 SZT./PCS) E10KN-03010100601 15425 . 2,8x0,5 18 19,5 6,6 0.07

NI 6,3-1/0,8 (100 SZT./PCS) E10KN-03010100901 4,8x0,8 21,5 8,0 0.09

NI 2,8-2,5/0,5 (100 SZT./PCS) E10KN-03010100301 4,8x0,5 0.07
0,5+1,5 blue 2,4 19,0 6,3

NI 2,8-2,5/0,8 (100 SZT./PCS) E10KN-03010100401 4,8x0,8 0.08

NI 4,8-2,5/0,5 (100 SZT./PCS) E10KN-03010100701 2,8x0,8 200 6.6 i

NI 4,8-2,5/0,8 (100 SZT./PCS) E10KN-03010100801 1,5+2,5 blue 4,8x0,5 2,4

NI 6,3-2,5/0,8 (100 SZT./PCS) E10KN-03010101001 6,3x0,8 21,5 8,0 0.11

NI 6,3-6/0,8 (100 SZT./PCS) E10KN-03010101101 456 yellow 6,3x0,8 35 25,0 8,0 0.18

NI 9,5-6/1,2 (100 SZT./PCS) E10KN-03010101201 9,5x1,2 30,1 0.26
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