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Cable ties, TK type
FEATURES & BENEFITS

-

-

MECHANICAL DATA

Material polyamide 6.6

Halogen Free yes

Colour natural (bright)

Working temperature [°C] -40 ÷ +85

Short term tempeature [°C] +110

Assembly temperature [°C] 0 ÷ +60

CERTIFICATES & STANDARDS

Combustibility class UL 94 V2

Standards PN-EN 62275

Type Index Ergom
Failure force 

min. [daN]
Ø max. bundle 

dia. [mm] Tool type L W
Available 

packages [pcs]

TK 6/3   (100 SZT./PCS) E01TK-01010100201 8 18 MK IIIA, MK IIIPR 80 2,4 100
TK 9/3   (100 SZT./PCS) E01TK-01010100301 8 20 MK IIIA, MK IIIPR 100 2,5 100
TK 12/3   (100 SZT./PCS) E01TK-01010100401 8 24 MK IIIA, MK IIIPR 120 2,5 100
TK 16/3   (100 SZT./PCS) E01TK-01010100501 8 40 MK IIIA, MK IIIPR 160 2,5 100
TK 20/3   (100 SZT./PCS) E01TK-01010100601 8 50 MK IIIA, MK IIIPR 200 2,5 100
TK 14/3,6   (100 SZT./PCS) E01TK-01010100701 18 33 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 140 3,2 100
TK 20/3,6   (100 SZT./PCS) E01TK-01010100801 18 50 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 200 3,6 100
TK 25/3,6   (100 SZT./PCS) E01TK-01010100901 18 65 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 250 3,6 100
TK 30/3,6   (100 SZT./PCS) E01TK-01010101001 18 76 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 300 3,6 100
TK 40/3,6   (100 SZT./PCS) E01TK-01010101101 18 102 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 370 3,6 100
TK 12/5   (100 SZT./PCS) E01TK-01010101201 22 24 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 120 4,8 100
TK 16/5   (100 SZT./PCS) E01TK-01010101301 22 40 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 160 4,8 100
TK 18/5   (100 SZT./PCS) E01TK-01010101401 22 46 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 180 4,8 100
TK 20/5   (100 SZT./PCS) E01TK-01010101501 22 50 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 200 4,8 100
TK 25/5   (100 SZT./PCS) E01TK-01010101601 22 65 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 250 4,8 100
TK 30/5   (100 SZT./PCS) E01TK-01010101701 22 76 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 300 4,8 100
TK 40/5   (100 SZT./PCS) E01TK-01010101801 22 102 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 370 4,8 100
TK 43/5   (100 SZT./PCS) E01TK-01010101901 22 125 MK IIIA, MK IIIB, MK IIIC, MK IIIPR 430 4,8 100
TK 20/8   (100 SZT./PCS) E01TK-01010102001 54 45 MK IIIB, MK IIIC 200 7,6 100
TK 30/8   (100 SZT./PCS) E01TK-01010102101 54 76 MK IIIB, MK IIIC 280 7,6 100
TK 40/8   (100 SZT./PCS) E01TK-01010102201 54 102 MK IIIB, MK IIIC 368 7,6 100
TK 45/8   (100 SZT./PCS) E01TK-01010102301 54 130 MK IIIB, MK IIIC 432 8,0 100
TK 50/8   (100 SZT./PCS) E01TK-01010102401 54 140 MK IIIB, MK IIIC 550 8,0 100
TK 70/8   (100 SZT./PCS) E01TK-01010102501 54 190 MK IIIB, MK IIIC 750 8,0 100
TK 60/9   (100 SZT./PCS) E01TK-01010102601 77 175 MK IIIB, MK IIIC 610 9,0 100
TK 70/9   (100 SZT./PCS) E01TK-01010102701 77 205 MK IIIB, MK IIIC 710 9,0 100
TK 80/9   (100 SZT./PCS) E01TK-01010102801 77 220 MK IIIB, MK IIIC 762 9,0 100
TK 110/9   (100 SZT./PCS) E01TK-01010102901 77 330 MK IIIB, MK IIIC 1100±68 9,0 100
TK 20/13   (50 SZT./PCS) E01TK-01010103001 110 55 MK IIIC 230 12,6 50
TK 50/13   (50 SZT./PCS) E01TK-01010103101 110 140 MK IIIC 480 12,6 50
TK 70/13   (50 SZT./PCS) E01TK-01010103201 110 200 MK IIIC 730 12,6 50
TK 100/13   (50 SZT./PCS) E01TK-01010103301 110 300 MK IIIC 1000 12,6 50

®


