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Spade terminals insulated KWI...PCV type
FEATURES & BENEFITS

-

-

LOGISTIC DATA

Available packages 100

MECHANICAL DATA

Insulated polyvinyl chloride (PCV)

Material Cu

Surface tin-plated

Working temperature [°C] -5 ÷ +60

CERTIFICATES & STANDARDS

Release DIN 46237 – refers only the tubular 
part of terminal

Type Index Ergom
Cross section 

[mm²]
Insulation 

color
Size of 
bolt dia Release d s a E W

Weights 
[kg]

KWI 1/2,5 PCV   (100 SZT./PCS) E09KO-02030400100

0,5÷1 red

M 2,5

A 1,6 0,8 5

16,0 6,0
0.072

KWI 1/3 PCV   (100 SZT./PCS) E09KO-02030400200 M 3
0.07

KWI 1/3,5 PCV   (100 SZT./PCS) E09KO-02030400300 M 3,5
KWI 1/4 PCV   (100 SZT./PCS) E09KO-02030400400

M 4 17,0
8,0

0.075
KWI 1/4 W PCV   (100 SZT./PCS) E09KO-02030200300 6,9
KWI 1/5 PCV   (100 SZT./PCS) E09KO-02030400500 M 5

18,0 10,0 0.09
KWI 1/6 PCV   (100 SZT./PCS) E09KO-02030400600 M 6
KWI 1/8 PCV   (100 SZT./PCS) E09KO-02030400700

0,5÷1 red
M 8

B 1,6 0,8 5
19,2 14,0 0.12

KWI 1/10 PCV   (100 SZT./PCS) E09KO-02030400800 M 10 22,3 17,5 0.1
KWI 2,5/3 PCV   (100 SZT./PCS) E09KO-02030400900

1,5÷2,5 blue

M 3

A 2,3 0,8 5

17,0 6,0
0.085

KWI 2,5/3,5 PCV   (100 SZT./PCS) E09KO-02030401000 M 3,5 0.08
KWI 2,5/4 PCV   (100 SZT./PCS) E09KO-02030401100

M 4 18,0
8,0 0.085

KWI 2,5/4 W PCV   (100 SZT./PCS) E09KO-02030200600 6,9 0.08
KWI 2,5/5 PCV   (100 SZT./PCS) E09KO-02030401200 M 5 20,0 10,0 0.105
KWI 2,5/6 PCV   (100 SZT./PCS) E09KO-02030401300 M 6 22,0 11,0 0.12
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Type Index Ergom
Cross section 

[mm²]
Insulation 

color
Size of 
bolt dia Release d s a E W

Weights 
[kg]

KWI 2,5/8 PCV   (100 SZT./PCS) E09KO-02030401400
1,5÷2,5 blue

M 8
B 2,3 0,8 5

20,2 14,0 0.13
KWI 2,5/10 PCV   (100 SZT./PCS) E09KO-02030401500 M 10 23,3 17,5 0.16
KWI 2,5/12 PCV   (100 SZT./PCS) E09KO-02030401600 M 12 25,7 20,0 0.13
KWI 6/3,5 PCV   (100 SZT./PCS) E09KO-02030401700

4÷6 yellow

M 3,5

A 3,6 1,0 6

20,0 8,0 0.165
KWI 6/4 PCV   (100 SZT./PCS) E09KO-02030401800 M 4
KWI 6/5 PCV   (100 SZT./PCS) E09KO-02030401900 M 5 21,0 10,0

0.18
KWI 6/6 PCV   (100 SZT./PCS) E09KO-02030402000 M 6 22,0 11,0
KWI 6/8 PCV   (100 SZT./PCS) E09KO-02030402100 M 8 25,0 14,0 0.22
KWI 6/10 PCV   (100 SZT./PCS) E09KO-02030402200 4÷6 yellow M 10 B 3,6 1,0 6 27,0 18,0 0.285


